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percent confidence level, if flooded 
with borated water, and the k-effective 
must remain below 1.0 (subcritical), at 
a 95 percent probability, 95 percent 
confidence level, if flooded with 
unborated water. 

(5) The quantity of SNM, other than 
nuclear fuel stored onsite, is less than 
the quantity necessary for a critical 
mass. 

(6) Radiation monitors are provided 
in storage and associated handling 
areas when fuel is present to detect ex-
cessive radiation levels and to initiate 
appropriate safety actions. 

(7) The maximum nominal U–235 en-
richment of the fresh fuel assemblies is 
limited to five (5.0) percent by weight. 

(8) The FSAR is amended no later 
than the next update which § 50.71(e) of 
this part requires, indicating that the 
licensee has chosen to comply with 
§ 50.68(b). 

(c) While a spent fuel transportation 
package approved under Part 71 of this 
chapter or spent fuel storage cask ap-
proved under Part 72 of this chapter is 
in the spent fuel pool: 

(1) The requirements in § 50.68(b) do 
not apply to the fuel located within 
that package or cask; and 

(2) The requirements in Part 71 or 72 
of this chapter, as applicable, and the 
requirements of the Certificate of Com-
pliance for that package or cask, apply 
to the fuel within that package or 
cask. 

[63 FR 63130, Nov. 12, 1998, as amended at 71 
FR 66652, Nov. 16, 2006] 

§ 50.69 Risk-informed categorization 
and treatment of structures, sys-
tems and components for nuclear 
power reactors. 

(a) Definitions. 
Risk-Informed Safety Class (RISC)–1 

structures, systems, and components 
(SSCs) means safety-related SSCs that 
perform safety significant functions. 

Risk-Informed Safety Class (RISC)–2 
structures, systems and components 
(SSCs) means nonsafety-related SSCs 
that perform safety significant func-
tions. 

Risk-Informed Safety Class (RISC)–3 
structures, systems and components 
(SSCs) means safety-related SSCs that 
perform low safety significant func-
tions. 

Risk-Informed Safety Class (RISC)–4 
structures, systems and components 
(SSCs) means nonsafety-related SSCs 
that perform low safety significant 
functions. 

Safety significant function means a 
function whose degradation or loss 
could result in a significant adverse ef-
fect on defense-in-depth, safety mar-
gin, or risk. 

(b) Applicability and scope of risk-in-
formed treatment of SSCs and sub-
mittal/approval process. (1) A holder of 
a license to operate a light water reac-
tor (LWR) nuclear power plant under 
this part; a holder of a renewed LWR li-
cense under part 54 of this chapter; an 
applicant for a construction permit or 
operating license under this part; or an 
applicant for a design approval, a com-
bined license, or manufacturing license 
under part 52 of this chapter; may vol-
untarily comply with the requirements 
in this section as an alternative to 
compliance with the following require-
ments for RISC–3 and RISC–4 SSCs: 

(i) 10 CFR part 21. 
(ii) The portion of 10 CFR 50.46a(b) 

that imposes requirements to conform 
to Appendix B to 10 CFR part 50. 

(iii) 10 CFR 50.49. 
(iv) 10 CFR 50.55(e). 
(v) The inservice testing require-

ments in 10 CFR 50.55a(f); the inservice 
inspection, and repair and replacement 
(with the exception of fracture tough-
ness), requirements for ASME Class 2 
and Class 3 SSCs in 10 CFR 50.55a(g); 
and the electrical component quality 
and qualification requirements in Sec-
tion 4.3 and 4.4 of IEEE 279, and Sec-
tions 5.3 and 5.4 of IEEE 603–1991, as in-
corporated by reference in 10 CFR 
50.55a(h). 

(vi) 10 CFR 50.65, except for para-
graph (a)(4). 

(vii) 10 CFR 50.72. 
(viii) 10 CFR 50.73. 
(ix) Appendix B to 10 CFR part 50. 
(x) The Type B and Type C leakage 

testing requirements in both Options A 
and B of Appendix J to 10 CFR part 50, 
for penetrations and valves meeting 
the following criteria: 

(A) Containment penetrations that 
are either 1-inch nominal size or less, 
or continuously pressurized. 
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(B) Containment isolation valves 
that meet one or more of the following 
criteria: 

(1) The valve is required to be open 
under accident conditions to prevent or 
mitigate core damage events; 

(2) The valve is normally closed and 
in a physically closed, water-filled sys-
tem; 

(3) The valve is in a physically closed 
system whose piping pressure rating 
exceeds the containment design pres-
sure rating and is not connected to the 
reactor coolant pressure boundary; or 

(4) The valve is 1-inch nominal size or 
less. 

(xi) Appendix A to part 100, Sections 
VI(a)(1) and VI(a)(2), to the extent that 
these regulations require qualification 
testing and specific engineering meth-
ods to demonstrate that SSCs are de-
signed to withstand the Safe Shutdown 
Earthquake and Operating Basis Earth-
quake. 

(2) A licensee voluntarily choosing to 
implement this section shall submit an 
application for license amendment 
under § 50.90 that contains the fol-
lowing information: 

(i) A description of the process for 
categorization of RISC–1, RISC–2, 
RISC–3 and RISC–4 SSCs. 

(ii) A description of the measures 
taken to assure that the quality and 
level of detail of the systematic proc-
esses that evaluate the plant for inter-
nal and external events during normal 
operation, low power, and shutdown 
(including the plant-specific prob-
abilistic risk assessment (PRA), mar-
gins-type approaches, or other system-
atic evaluation techniques used to 
evaluate severe accident 
vulnerabilities) are adequate for the 
categorization of SSCs. 

(iii) Results of the PRA review proc-
ess conducted to meet § 50.69(c)(1)(i). 

(iv) A description of, and basis for ac-
ceptability of, the evaluations to be 
conducted to satisfy § 50.69(c)(1)(iv). 
The evaluations must include the ef-
fects of common cause interaction sus-
ceptibility, and the potential impacts 
from known degradation mechanisms 
for both active and passive functions, 
and address internally and externally 
initiated events and plant operating 
modes (e.g., full power and shutdown 
conditions). 

(3) The Commission will approve a li-
censee’s implementation of this section 
if it determines that the process for 
categorization of RISC–1, RISC–2, 
RISC–3, and RISC–4 SSCs satisfies the 
requirements of § 50.69(c) by issuing a 
license amendment approving the li-
censee’s use of this section. 

(4) An applicant choosing to imple-
ment this section shall include the in-
formation in § 50.69(b)(2) as part of ap-
plication. The Commission will ap-
prove an applicant’s implementation of 
this section if it determines that the 
process for categorization of RISC–1, 
RISC–2, RISC–3, and RISC–4 SSCs sat-
isfies the requirements of § 50.69(c). 

(c) SSC Categorization Process. (1) 
SSCs must be categorized as RISC–1, 
RISC–2, RISC–3, or RISC–4 SSCs using 
a categorization process that deter-
mines if an SSC performs one or more 
safety significant functions and identi-
fies those functions. The process must: 

(i) Consider results and insights from 
the plant-specific PRA. This PRA must 
at a minimum model severe accident 
scenarios resulting from internal initi-
ating events occurring at full power op-
eration. The PRA must be of sufficient 
quality and level of detail to support 
the categorization process, and must be 
subjected to a peer review process as-
sessed against a standard or set of ac-
ceptance criteria that is endorsed by 
the NRC. 

(ii) Determine SSC functional impor-
tance using an integrated, systematic 
process for addressing initiating events 
(internal and external), SSCs, and 
plant operating modes, including those 
not modeled in the plant-specific PRA. 
The functions to be identified and con-
sidered include design bases functions 
and functions credited for mitigation 
and prevention of severe accidents. All 
aspects of the integrated, systematic 
process used to characterize SSC im-
portance must reasonably reflect the 
current plant configuration and oper-
ating practices, and applicable plant 
and industry operational experience. 

(iii) Maintain defense-in-depth. 
(iv) Include evaluations that provide 

reasonable confidence that for SSCs 
categorized as RISC–3, sufficient safety 
margins are maintained and that any 
potential increases in core damage fre-
quency (CDF) and large early release 
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frequency (LERF) resulting from 
changes in treatment permitted by im-
plementation of §§ 50.69(b)(1) and (d)(2) 
are small. 

(v) Be performed for entire systems 
and structures, not for selected compo-
nents within a system or structure. 

(2) The SSCs must be categorized by 
an Integrated Decision-Making Panel 
(IDP) staffed with expert, plant-knowl-
edgeable members whose expertise in-
cludes, at a minimum, PRA, safety 
analysis, plant operation, design engi-
neering, and system engineering. 

(d) Alternative treatment require-
ments—(1) RISC–1 and RISC 2 SSCs. 
The licensee or applicant shall ensure 
that RISC–1 and RISC–2 SSCs perform 
their functions consistent with the cat-
egorization process assumptions by 
evaluating treatment being applied to 
these SSCs to ensure that it supports 
the key assumptions in the categoriza-
tion process that relate to their as-
sumed performance. 

(2) RISC–3 SSCs. The licensee or ap-
plicant shall ensure, with reasonable 
confidence, that RISC–3 SSCs remain 
capable of performing their safety-re-
lated functions under design basis con-
ditions, including seismic conditions 
and environmental conditions and ef-
fects throughout their service life. The 
treatment of RISC–3 SSCs must be con-
sistent with the categorization process. 
Inspection and testing, and corrective 
action shall be provided for RISC–3 
SSCs. 

(i) Inspection and testing. Periodic 
inspection and testing activities must 
be conducted to determine that RISC– 
3 SSCs will remain capable of per-
forming their safety-related functions 
under design basis conditions; and 

(ii) Corrective action. Conditions 
that would prevent a RISC–3 SSC from 
performing its safety-related functions 
under design basis conditions must be 
corrected in a timely manner. For sig-
nificant conditions adverse to quality, 
measures must be taken to provide rea-
sonable confidence that the cause of 
the condition is determined and correc-
tive action taken to preclude repeti-
tion. 

(e) Feedback and process adjust-
ment—(1) RISC–1, RISC–2, RISC–3 and 
RISC–4 SSCs. The licensee shall review 
changes to the plant, operational prac-

tices, applicable plant and industry 
operational experience, and, as appro-
priate, update the PRA and SSC cat-
egorization and treatment processes. 
The licensee shall perform this review 
in a timely manner but no longer than 
once every two refueling outages. 

(2) RISC–1 and RISC–2 SSCs. The li-
censee shall monitor the performance 
of RISC–1 and RISC–2 SSCs. The li-
censee shall make adjustments as nec-
essary to either the categorization or 
treatment processes so that the cat-
egorization process and results are 
maintained valid. 

(3) RISC–3 SSCs. The licensee shall 
consider data collected in § 50.69(d)(2)(i) 
for RISC–3 SSCs to determine if there 
are any adverse changes in perform-
ance such that the SSC unreliability 
values approach or exceed the values 
used in the evaluations conducted to 
satisfy § 50.69(c)(1)(iv). The licensee 
shall make adjustments as necessary 
to the categorization or treatment 
processes so that the categorization 
process and results are maintained 
valid. 

(f) Program documentation, change 
control and records. (1) The licensee or 
applicant shall document the basis for 
its categorization of any SSC under 
paragraph (c) of this section before re-
moving any requirements under 
§ 50.69(b)(1) for those SSCs. 

(2) Following implementation of this 
section, licensees and applicants shall 
update their final safety analysis re-
port (FSAR) to reflect which systems 
have been categorized, in accordance 
with § 50.71(e). 

(3) When a licensee first implements 
this section for a SSC, changes to the 
FSAR for the implementation of the 
changes in accordance with § 50.69(d) 
need not include a supporting § 50.59 
evaluation of the changes directly re-
lated to implementation. Thereafter, 
changes to the programs and proce-
dures for implementation of § 50.69(d), 
as described in the FSAR, may be made 
if the requirements of this section and 
§ 50.59 continue to be met. 

(4) When a licensee first implements 
this section for a SSC, changes to the 
quality assurance plan for the imple-
mentation of the changes in accord-
ance with § 50.69(d) need not include a 
supporting § 50.54(a) review of the 
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changes directly related to implemen-
tation. Thereafter, changes to the pro-
grams and procedures for implementa-
tion of § 50.69(d), as described in the 
quality assurance plan may be made if 
the requirements of this section and 
§ 50.54(a) continue to be met. 

(g) Reporting. The licensee shall sub-
mit a licensee event report under 
§ 50.73(b) for any event or condition 
that prevented, or would have pre-
vented, a RISC–1 or RISC–2 SSC from 
performing a safety significant func-
tion. 

[69 FR 68047, Nov. 22, 2004] 

INSPECTIONS, RECORDS, REPORTS, 
NOTIFICATIONS 

§ 50.70 Inspections. 
(a) Each applicant for or holder of a 

license, including a construction per-
mit or an early site permit, shall per-
mit inspection, by duly authorized rep-
resentatives of the Commission, of his 
records, premises, activities, and of li-
censed materials in possession or use, 
related to the license or construction 
permit or early site permit as may be 
necessary to effectuate the purposes of 
the Act, as amended, including Section 
105 of the Act, and the Energy Reorga-
nization Act of 1974, as amended. 

(b)(1) Each licensee and each holder 
of a construction permit shall upon re-
quest by the Director, Office of Nuclear 
Reactor Regulation, provide rent-free 
office space for the exclusive use of the 
Commission inspection personnel. 
Heat, air conditioning, light, electrical 
outlets and janitorial services shall be 
furnished by each licensee and each 
holder of a construction permit. The 
office shall be convenient to and have 
full access to the facility and shall pro-
vide the inspector both visual and 
acoustic privacy. 

(2) For a site with a single power re-
actor or fuel facility licensed under 
part 50 or part 52 of this chapter, or a 
facility issued a manufacturing license 
under part 52, the space provided shall 
be adequate to accommodate a full- 
time inspector, a part-time secretary 
and transient NRC personnel and will 
be generally commensurate with other 
office facilities at the site. A space of 
250 square feet either within the site’s 
office complex or in an office trailer or 

other onsite space is suggested as a 
guide. For sites containing multiple 
power reactor units or fuel facilities, 
additional space may be requested to 
accommodate additional full-time in-
spector(s). The office space that is pro-
vided shall be subject to the approval 
of the Director, Office of New Reactors, 
or the Director, Office of Nuclear Reac-
tor Regulation. All furniture, supplies 
and communication equipment will be 
furnished by the Commission. 

(3) The licensee or construction per-
mit holder shall afford any NRC resi-
dent inspector assigned to that site, or 
other NRC inspectors identified by the 
Regional Administrator as likely to in-
spect the facility, immediate unfet-
tered access, equivalent to access pro-
vided regular plant employees, fol-
lowing proper identification and com-
pliance with applicable access control 
meaures for security, radiological pro-
tection and personal safety. 

(4) The licensee or construction per-
mit holder (nuclear power reactor only) 
shall ensure that the arrival and pres-
ence of an NRC inspector, who has been 
properly authorized facility access as 
described in paragraph (b)(3) of this 
section, is not announced or otherwise 
communicated by its employees or con-
tractors to other persons at the facility 
unless specifically requested by the 
NRC inspector. 

[21 FR 355, Jan. 19, 1956; 44 FR 47919, Aug. 16, 
1979, as amended at 52 FR 31612, Aug. 21, 1987; 
53 FR 42942, Oct. 25, 1988; 72 FR 49501, Aug. 28, 
2007] 

§ 50.71 Maintenance of records, mak-
ing of reports. 

(a) Each licensee, including each 
holder of a construction permit or 
early site permit, shall maintain all 
records and make all reports, in con-
nection with the activity, as may be 
required by the conditions of the li-
cense or permit or by the regulations, 
and orders of the Commission in effec-
tuating the purposes of the Act, includ-
ing Section 105 of the Act, and the En-
ergy Reorganization Act of 1974, as 
amended. Reports must be submitted 
in accordance with § 50.4 or 10 CFR 52.3, 
as applicable. 

(b) With respect to any production or 
utilization facility of a type described 
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